Ref 
# 


Hits 


Search Query 


DBS 


Default 
Operator 


Plurals 


Time Stamp 


LI 


92 


("ip address" same (extension or 
extention) same (id or identifier)) 
and (@ad< 19991227 or 
@rlad<"19991227") 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/01/30 20:29 


L2 


92 


LI 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBI^1_TDB 


OR 


ON 


2006/01/30 20:29 


L3 


33 


LI and dhcp 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBIV|_TDB 


OR 


ON 


2006/01/30 20:29 


L4 


33 


L3 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM.TDB 


OR 


ON 


2006/01/30 20:29 


L5 


182 


((ip or network adj address) same 
(extension or extention) same (id or 
Identifier)) and (@ad< 1999122/ 
or @rlad<"19991227") 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/01/30 20:29 


L6 


39 


\J5 and dhcp 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/01/30 20:29 


L7 


39 


L6 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IB|v|_TDB 


OR 


ON 


2006/01/30 20:29 


L8 


11 


L6 and (voip or voice) 


US-PGPUB; 

USPAT; 

UbULR, 

EPO; JPO; 
DERWENT; 
IB|V| TDB 


OR 


ON 


2006/01/30 20:29 
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L9 


11 


L8 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/01/30 20:29 


LIO 


28 


L6 not L8 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


ON 


2006/01/30 20:29 


Lll 


28 


LIO 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/01/30 20:30 


L12 


4 


(12 14 17 19 111) and 
@pd>"20050526" 


US-PGPUB; 
USPAT; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/01/30 20:31 
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